
 

 

VHS-2 Clone Grip Module Installation 
 

1. Thoroughly read the entire installation instructions before beginning.  If you do not have the proper tools 
and skills to complete the installation, please utilize a qualified gunsmith to perform the installation.  
LunarTech Designs is not responsible for any damage or accidents associated with the installation of 
this product.  If you have any questions or need assistance, please contact 
support@LunarTechDesigns.com. 

2.  Ensure the rifle is unloaded and safe. 

 

3. Remove the rear take-down pin, stock, and bolt carrier. 

4. Remove the front takedown pin, handguard, and optic rail. 

5.  Remove barrel release latch blocking pin.  Press the barrel release latch, then twist and remove the 
barrel. 
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6.  Remove trigger housing pins.  The pin that goes through the trigger has a retaining clip in a groove that 
can make the pin difficult to remove.  This pin should be driven from right to left.  Take caution to prevent 
the middle trigger spring from flying out when this pin or punch is removed.  

 

7. Remove the trigger housing by pulling it forward and down. 

8.  Remove the safety detent and spring.  Take caution to prevent it from flying out when removing the 
retaining pin.  Re-install the spring, detent, and retaining pin into the new grip module. 
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9.  Ensure the retaining clip is present in the recess in the left side of the trigger assembly.  Re-install the 
new grip module by pressing it back and up into the receiver.  Ensure the trigger spring coils go back in 
between the tabs of the grip module as pictured. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

10.  Re-install the middle trigger spring and trigger pins.  The retaining clip may need stretched open 
slightly to allow re-installation of the trigger pin.  It can be stretched by sliding it over a small tapered punch 
as pictured.  Check tension of the retaining clip by fitting onto the trigger pin.  It should still be tight enough 
to snap into the groove. 

 

 

 

 

 

 

 

 

 

 

11.  Re-assemble the remainder of the rifle in reverse order.  Ensure that the safety works properly and that 
the trigger resets and functions properly. 

 

 

 


